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EDPH700DE – Electric Driven Pump High Flow 
 
Electro-hydraulic pump, double stage, double acting, push button 
operation, distributor valve, max oil pressure 700bar, oil flow rate 
3.7 - 0.3 l / min (700bar) – oil tank capacity 5 L 

 

 
Series: EDP           
Product line: Industrial tools, bodywork, auto repairers, lifting systems, clamping systems, punches, hydraulic 
cutters, bead breakers, shearing machines 

• Ultra compact! 

• Double HAWE piston pump with cylindrical shaft 

• Operation with external power supply (socket) 

• Motor protection casing for heavy duty and durability 

• Extremely compact design with ergonomic handle for maximum portability  

• Push button operation (electric motor) 

• Hand valve 4/3 700bar 

• Double acting cylinder compatibility 

• Easy maintenance 

• Refill oil cap 

• Preset internal maximum oil pressure output valve to protect the circuit parts against overloads  

• Pressure gauge  

• Extremely lightweight 

• Low noise  

• Oil tank capacity 5L 

 
Technical features: 

Max working pressure (bar): 700 

 

Cylinder compatibility: Double acting 

Oil tank capacity  (L): 5 

Usable oil (L): 4,1 

Max oil flow nominal (l/min): 3,7 

Oil flow without load (l/min): 3,7 

Oil flow with load (l/min): 0,3 

Oil port: 1/4G – 3/8G 

Valve operation: Hand valve 

Valve function: Manual 

Power source: AC 230V 

Noise (dBA):  

Weight (Kg): 24,5 
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Size: 

 
 
Series comparison: 

Type 
Max 

output 
(bar) 

Cylinder 
Oil tank 

(L) 
Usable 
oil (L) 

Oil flow 
w/out 
load 

(l/min) 

Oil 
flow 
with 
load 

(l/min) 

Power 
source 

Weight 
(kg) 

BDP700-06L 700 S.E. 0,6 0,6 0,7 (20bar) 0,06 
(700bar) 

Lithio 4,5 

BDP700-1L 700 S.E. 1 1 0,7 (20bar) 0,06 
(700bar) 

Lithio 5 

EDPH700 700 D.E. 5 4,1 3,7 0,3 Socket 24,5 

 

 
 
To order: 

• P/N  CP2018013-025 EDPH700 700BAR BELL 

 

Accessories: 

•  
 

Spare parts: 
SEAL KIT EDPH 
 

 

All BELL products are designed and manufactured within BELL SRL in via F. De 
Pisis, 5 - 42124 Reggio Emilia (RE) - Italy, according to the Quality Standards that 
distinguish the MADE IN ITALY from the Rest of the World. 
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